Some of the variety of classification methods have been recently implemented also for fish species identification from their acoustic echoes. The classification systems employing artificial neural networks and fuzzy logic separately are not satisfactory, so the combined neuro-fuzzy approach were carried out. A couple of neuro-fuzzy classifiers were built and tested using the NEFCLASS program, which discovered the rules and found the shape of membership functions for determining correct class categories for a given input data set. The systems were tested on fish echoes acquired by DT4000 digital echo sounder. The results are promising with reference to the classifiers performance and their generalization abilities.

Improving the resolution of fisheries’ sounder echograms (i.e., reducing the confusion volume) can be achieved by improving either the axial or the angular resolution. On one hand, the range (i.e., time) resolution can be improved without any degradation of the signal-to-noise ratio by using frequency-modulated signals associated with pulse compression. Axial resolution can be considerably enhanced by using wideband signals. On the other hand, due to the angular spreading of the sonar beam, the lateral resolution is proportional to the range. Improving the angular resolution can only be achieved by using a larger array (only possible on the receiving side). Nevertheless, such a solution has a severe limitation as it reduces the volumes sampled at short range, leading to an angular undersampling of the biomass. Dynamic focusing can be used to overcome this problem. Its principle is simple: the shorter the range, the smaller the array (i.e., the larger the angular aperture). The use of such a technique needs a compromise between the acceptable beam divergence and the system complexity. Both techniques will be applied to real data and echograms will be displayed and compared to the ones obtained with a standard system.

A squid has been specified as a kind of fish that has to been managed scientifically. Estimation of its resources via acoustic surveys is required. But the basic data of the target strength (TS) of a squid are limited. So far, in the measurements of the TS pattern of fish, echo levels are observed while changing the aspect of a fish. On the other hand, since a squid is more fragile than a fish, and unstable in shape, the rotating unit of fish is not available for a squid. So the positioning system that makes a transducer scan precisely around an aquatic target suspended in the water has been designed. This system is loaded in the electric flatcar, the probe of which can move three dimensionally, on the top of a tank which is 10 m in width, 15 m in length, and 10 m in depth. It is hoped that precise TS pattern measurements are possible so that the target is suspended without damage owing to this transducer-driving system. The detail of control software and an example of measurements and subjects are described in this paper.